
All IDC audio ports are Stereo / Dual Mono
One program per service (Channel) and one channel per Audio Port

Using Westwood One Talk 1 as an example:

The Left audio channel (Talk 1 ) will contain Left channel audio if co ntent is in stereo (Mono if not stereo content)
The Right audio channel (Talk 1 ) will contain Right channel audio if cont ent is in stereo (Mono if not stereo content)

Relay 1 (Local Avail) Relay 2 (ID) would be associated to that channel.

NEW IDC Max Receiver Wiring
Talk Programs

PIN 2 Relay 1 NO
PIN 10 Relay 1 Comon

PIN 3 Relay 2 NO
PIN 11 Relay 2 Com

PIN 4 Relay 3 NO
PIN 12 Relay 3 Com

PIN 5 Relay 4 NO
PIN 13 Relay 4 Com

PIN 9 RS232 Transmit
PIN 1 RS232 Receive
PIN 6 RS232 Ground

Talk 1Local Avail

ID Talk 1

Left Channel:

Pin 1 (+)
Pin 6 (-)
Pin 2 Ground

Right Channel

Pin 5 (+)
Pin 9 (-)
Pin 4 Ground

AES Digital

Pin 3 AES (+)
Pin 8 AES (-)
Pin 7 Ground

Talk 1 Audio (Left) (Mono)

Talk 1 Audio (Right) (Mono)

Talk 1 Audio
(Stereo)

(Dual Mono)


